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“Specify with confidence - Install with pride.”®

  
UPC Listed
UL Listed
125 PSI MAX
DESCRIPTION:
Mini-Prime is an electronically activated trap priming device.  Primer functions at a pre-selected time, delivering potable water 
across an air gap funnel. (CAUTION: This unit is  not a pressure feed trap priming system.  The device must always be higher than 
the drains it serves.  Trap supply lines should be sloped to discharge point.)
OPERATION:
A preset timer energizes a normally closed electronic solenoid valve.  Potable water flows across the air gap and is distributed via 
trap primer feed lines.  The timer then de-energizes the solenoid allowing it to close until the next operational cycle. The furthest
recommended distance of makeup line is approximately 20' to floor drain. Trap Primer must have contiuous slope to the floor drain.
INSTRUCTIONS PERTAINING TO A RISK OF FIRE ELECTRIC SHOCK, OR INJURY TO PERSONS

*** IMPORTANT SAFETY INSTRUCTIONS ***
*** SAVE THESE INSTRUCTIONS ***

WARNING - When using electric appliances, basic precautions should always be followed, including the following:
 a) Read all of the instructions before using the appliance.
 b) Do not contact moving parts. 
 c) Only use attachments recommended or sold by the manufacturer.
 d) Do not use outdoors.

To disconnect turn all controls to the off position, then remove plug from outlet.
Do not unplug by pulling on cord. To unplug, grasp the plug, not the cord.
Unplug from outlet when not in use and before servicing or cleaning.
Do not operate any appliance with a damaged cord or plug, or after the appliance malfunctions or is dropped 
or damaged in any manner.  Return appliance to the nearest authorized service facility.  For examination, 
repair, or electrical or mechanical adjustment.

 e) For a permanently connected appliance - turn the power switch to the off position when the appliance is not in 
      use and before servicing or cleaning.
 f) For a grounded appliance - Connect to a properly grounded outlet only.  See grounding instructions.
GROUNDING INSTRUCTIONS
This appliance must be connected to a grounded metal, permanent wiring system; or an equipment-grounding conductor 
must be run with the circuit conductors and connected to the equipment-grounding terminal or lead on the appliance.
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1044    Mini-Prime Series Electronic Trap Priming System 
 Installation Instructions

***SAVE THESE INSTRUCTIONS***

PRECISION PLUMBING PRODUCTS
www.pppinc.net

Division of JL Industries, Inc.
802 SE 199th Avenue

Portland, Oregon 97233 
(503) 256-4010  ~  FAX: (503) 253-8165

INSTALLATION: MPB Series
 1)  Anchor control box to stud or surface wall 
using wood screws or appropriate surface fasteners. 
Device must be installed a minimum of 12" above flood 
level of device being served. (Consult Local Authority) 
Must have a minimum 12" (305mm) from bottom of 
outlet before a 90° elbow can be installed.
 2)   Remove access cover to expose timer control 
box and solenoid valve. Remove cover screws to timer 
control box to make a three wire connection.  Black is 
“hot", white is neutral and green is ground. (DANGER:  
This is a high voltage connection).  All wiring must be 
in accordance with local and national electrical codes. 
Replace cover.
 3)  Connect 1/2” male NPT solenoid inlet to a 
fresh water line using Teflon tape.  Connect 1/2” female 
air gap discharge fitting to trap feeder line or to a PPP 
distribution unit for multiple drains (optional).  4 )  
Connect primer feeder line to trap, making sure line is 
properly sloped for gravity feed.
 5)  Energize and check for proper operation 
with test switch.

INSTALLATION: MP Series
 1)  Anchor timer box to stud or surface wall using 
wood screws or appropriate surface fasteners. Unit must be 
mounted behind a finished wall. A PPP model D814 access 
door is recommended. Device must be installed a minimum 
of 12" above flood level of device being served. (Consult 
Local Authority) Must have a minimum 12" (305mm) from 
bottom of outlet before a 90° elbow can be installed.
 2)  Remove cover screws to timer control box and 
make a three wire connection.  Black is “hot", white is neu-
tral and green is ground. (DANGER:  This is a high voltage 
connection).  All wiring must be in accordance with local 
and national electrical codes. Replace cover.
 3)  Connect 1/2” male NPT solenoid inlet to a 
fresh water line using Teflon tape. Connect 1/2” female 
air gap discharge fitting to trap primer feeder line or to a 
PPP distribution unit if serving multiple drains.  4)  
Connect primer feeder line to drain, making sure line is 
properly sloped for gravity feed.
  5)  Plug DIN connection onto solenoid, fasten 
screw.  Energize and check for proper operation with the 
test switch.

MPB-500-115V 
MP-500-115V
120 VAC

MPB-500-24V
MP-500-24V
24 VAC

MPB-500-220V 
MP-500-220V
240 VAC
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